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SPECIFICATIONS:
Material: DETAIL B DETAIL C
Insulator: PBT, Glass reinforced, rated UL 94V-0 PIN 4 (SCALE 2:1) (SCALE 2:1) I
Insulator color: Gray
Contacts: Phosphor Bronze
Contact Plating:
Gold over Nickel underplate on contact area — Rahwav A
Gold flash over Nickel underplate on solder tails UNLESS OTHERWISE SPECIFIED ADAM— ngog aN\\AJ/%};Oggnue'
Electrical: ALL DIMENSIONS ARE INCHES [MM] _TECH nion,
Operating voltage: 150 VAC max TOLERANCES: EXCERT A5 TOTED — Phone: 908-687-5000
Current rating: 1.5 Amp max X *.10 @x £.10 INTERCONNECTSFax: 908-687-5710 A
Contact resistance: 20 mohms max oL a5 Lo —
Insulation resistance: 500 Mohms min @ 500 VDC ———— - — MODULAR TELEPHONE JACK, 4P4C
Dielectric withstanding voltage: 1,000 Vrms for 1 minute
Temperature Rating: DRAWN DY 6/17,/09 RlGHT ANGLE, PCB
Operating temperature: —40°C to +85°C SIZE JPART NO REV.
Environmental: RoHS cheeken X MTJ-442CX2 C
Lead free, RoHS compliant. COMPLIANT APPROVED REF:  SO0065T [scie Nis [ sreer 1 o 4
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